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N MIL-DTL-32344 Training Kit, Selectable Lightweight Attack Munition (Slam): M320A1 [CUST: AR] D 1375 AR 09-FEB-2010
N MIL-DTL-32346 Munition, Selectable Lightweight Attack Slam - M4A1 [CUST: AR] D 1375 AR 09-FEB-2010
M A-A-59757B Crane Truck, Warehouse, Pneumatic Rubber Tires [CUST: MI 84] [REVIEW: 99] A 3950 / 84 10-FEB-2010
M MIL-DTL-5593E(1) Hose, Aircraft, Low Pressure Air and Vacuum, Flexible [CUST: AV AS 99 CC] [REVIEW: 71 MC

MI SA SH]
A 4720 CC 19-JAN-2010

N ANSI-A135.4 Hardboard Basic [CUST: YD 84 IS] A 5640 IS 03-FEB-2010
M MIL-PRF-29C Resistors, Fixed, Meter Multiplier, External (High Voltage, Ferrule Terminal Type) [CUST: CR EC

85 CC] [REVIEW: 19 99 AR AS AT AV CG CR4 MC MI OS]
A 5905 CC 05-FEB-2010

N MIL-PRF-39006/33 Capacitors, Fixed, Electrolytic (Nonsolid Electrolyte), Tantalum, (Polarized, Sintered Slug),
(Extended Range), 85 Degrees C (Voltage Derated to 125 Degrees C), Established Reliability, Style
CLR93 [CUST: CR EC 85 CC] [REVIEW: 19 AS MC OS]

A 5910 CC 29-JAN-2010

M MS27511L Covers, Protective, Electrical, Connector Receptacle, Bayonet Coupling, Series II [CUST: CR AS 85
CC] [REVIEW: 19 99 AR EC MC MI OS]

A 5935 CC 02-FEB-2010

M MIL-PRF-19500/397J Semiconductor Device, Transistor, PNP, Silicon, Types 2N3743, 2N3743U4, 2N4930, 2N4930U4,
2N4931, and 2N4931U4, JAN, JANTX, JANTXV, JANS, JANHC, and JANKC [CUST: CR EC 85
CC NA] [REVIEW: 19 71 AR AS AV MC MI]

A 5961 CC 04-FEB-2010

M MIL-PRF-19500/420L(1) Semiconductor Device, Diode, Silicon, Power, Rectifier, Types 1N5550 through 1N5554,
1N5550US through 1N5554US, JAN, JANTX, JANTXV, JANS, JANHCA, JANHCB, JANHCC,
JANHCD, JANHCE, JANKCA, JANKCD, and JANKCE [CUST: CR EC 85 CC] [REVIEW: 19 71
84 99 AR AS MC MI SM]

A 5961 CC 10-FEB-2010

M MIL-PRF-19500/555K Semiconductor Device, Field Effect Transistor, N-Channel, Silicon, Types 2N6788, 2N6788U,
2N6790, 2N6790U, 2N6792, 2N6792U, 2N6794, and 2N6794U, JAN, JANTX, JANTXV, JANS,
JANHC, and JANKC [CUST: CR EC 85 CC NA] [REVIEW: 19 71 99 AR AS MC MI SM]

A 5961 CC 11-FEB-2010

M MIL-PRF-19500/731A Semiconductor Device, Diode, Silicon, Schottky, Dual, Center Tap, Types 1N7058CCU3,
1N7058CCU3C, and Single Die, Type 1N7038U3, JAN, JANTX, JANTXV, and JANS [CUST: CR
EC 85 CC NA]

A 5961 CC 05-FEB-2010

M MIL-PRF-19500/744A Semiconductor Device, Field Effect Transistor, N-Channel, Radiation Hardened (Total Dose and
Single Event Effects), Logic-Level Silicon, Types 2N7616UB, 2N7616UBC, 2N7616UBN,
2N7616UBCN, JANTXVR, JANTXVF, JANSR, and JANSF [CUST: CR EC 85 CC NA]

A 5961 CC 04-FEB-2010

N ASTM-E1161 Semiconductors and Electronic Components, Radiologic Examination of [CUST: CR EC 85 CC NA] A 5962 CC 01-FEB-2010
N ASTM-E2339 Imaging, Digital, and Communication in Nondestructive Evaluation (DICONDE) [CUST: CR EC 85

CC NA]
A 5962 CC 01-FEB-2010

N ISO14644-1 Cleanrooms and Associated Controlled Environments - Part 1: Classification of Air Cleanliness
[CUST: CR EC 85 CC NA]

A 5962 CC 01-FEB-2010

N ISO14644-2 Cleanrooms and Associated Controlled Environments - Part 2: Specification for Testing and
Monitoring to Prove Compliance with ISO 14644-1 [CUST: CR EC 85 CC NA]

A 5962 CC 01-FEB-2010

M MIL-PRF-31032B SUP 1 Printed Circuit Board/Printed Wiring Board, General Specification for [CUST: CR EC 85 CC]
[REVIEW: 99 MC MI]

A 5998 CC 31-JAN-2010

M MIL-DTL-24643/59A Cable, Electrical, Type LSC5FS (Including Variations LSC5FSW, LSC5OS, and LSC5OSW)
[CUST: MI SH] [REVIEW: AR AV CC CG CR EC]

A 6145 SH 28-JAN-2010

M MIL-DTL-24643/60A Cable, Electrical, Type LSC5 and LSC5W [CUST: MI SH] [REVIEW: AR AV CC CG CR EC] A 6145 SH 28-JAN-2010
M MIL-DTL-24643/61A Cable, Electrical, Type LSC5P, LSC5POS and LSC5POSR [CUST: MI SH] [REVIEW: AR AV CC

CG CR EC]
A 6145 SH 28-JAN-2010

M MIL-DTL-24643/62A Cable, Electrical, Type LSPB2SD (Including Variations LSPB2SDW, LSPB2SDOS,
LSPB2SDOSW) [CUST: MI SH] [REVIEW: AR AV CC CG CR EC]

A 6145 SH 28-JAN-2010

M MIL-DTL-24643/63A Cable, Electrical, 1000 Volts, Type LSYSGU [CUST: MI SH] [REVIEW: AR AV CC CG CR EC] A 6145 SH 28-JAN-2010
M MIL-DTL-24643/64A Cable, Electrical, Twisted Shielded Pair(s), -40 Degrees C to 105 Degrees C, 600V, Type LSTPSJ

[CUST: MI SH] [REVIEW: AR AV CC CG CR EC]
A 6145 SH 28-JAN-2010

M MIL-DTL-24643/65A Cable, Electrical, Type LS3C179DT (Including Variation LS6C179DT) [CUST: MI SH] [REVIEW:
AR AV CC CG CR EC]

A 6145 SH 28-JAN-2010

M MIL-DTL-24643/67A Cable, Electrical, -20 Degrees C to +105 Degrees C, 1000 Volts, Type LS30W [CUST: MI SH]
[REVIEW: AR AV CC CG CR EC]

A 6145 SH 28-JAN-2010

M MIL-DTL-24643/68A Cable, Electrical, -20 Degrees C to +105 Degrees C, 1000 Volts, Type LS40W [CUST: MI SH]
[REVIEW: AR AV CC CG CR EC]

A 6145 SH 28-JAN-2010

M MIL-DTL-24643/69A Cable, Electrical, -20 Degrees C to +105 Degrees C, Type LSC264 [CUST: MI SH] [REVIEW: AR
AV CC CG CR EC]

A 6145 SH 28-JAN-2010

M MIL-DTL-24643/71A Cable, Electrical, -20 Degrees C to + 125 Degrees C, 1000 Volts, Type LSSCF [CUST: MI SH]
[REVIEW: AR AV CC CG CR EC]

A 6145 SH 28-JAN-2010

M MIL-DTL-24643/72A Cable, Electrical, -20 Degrees C to +90 Degrees C, 1000 Volts, Type LSFCF [CUST: MI SH]
[REVIEW: AR AV CC CG CR EC]

A 6145 SH 28-JAN-2010

M MIL-DTL-24643/73A Cable, Electrical, -20 Degrees C to +90 Degrees C, 1000 Volts, Type LSTCF [CUST: MI SH]
[REVIEW: AR AV CC CG CR EC]

A 6145 SH 28-JAN-2010

M MIL-DTL-14465F Lights, Composite, 24 Volts Direct Current (Nominal) Vehicular [CUST: AT MC] [REVIEW: GS] A 6220 AT 02-FEB-2010
M QPL-AMS-C-22542-1 NOT 1 Cleaning Compound, High Pressure Cleaner, Liquid (Replaced by the Qualified Products Database

(QPD) see Notice for Additional Information)
A 6850 AS 08-FEB-2010

M MIL-PRF-83483D Antiseize Thread Compound, Molybdenum Disulfide-Petrolatum [CUST: MR SH 68] [REVIEW:
99]

A 8030 68 04-FEB-2010

M QPL-AMS-S-4383-1(1) NOT 1 Sealing Compound, Topcoat, fuel Tank, Buna-N-Type (Replaced by the Qualified Products Database
(QPD) see Notice for Additional Information)

A 8030 AS 08-FEB-2010

N A-A-59860 Valves, Cylinder, Gas (for Compressed or Liquefied Gases) [CUST: AT SH 68 GS] [REVIEW: AS
AV MC]

A 8120 / GS7 02-FEB-2010

M MIL-DTL-11589/317D Ribbon, Civilian Award for Humanitarian Service, Army [CUST: IH] [REVIEW: CT] A 8455 IH 05-FEB-2010
M MIL-DTL-11589/332C Ribbon, Superior Civilian Service Award, Army [CUST: IH] [REVIEW: CT] A 8455 IH 02-FEB-2010
M MIL-DTL-14639/30A Insignia, Rank, First Lieutenant and Second Lieutenant, Army and Air Force [CUST: IH 11]

[REVIEW: 99 CT]
A 8455 IH 05-FEB-2010

M MIL-DTL-14639/31B Insignia, Rank, Captain, Army and Air Force [CUST: IH 11] [REVIEW: 99 CT] A 8455 IH 05-FEB-2010
N ASTM-D7566 Aviation Turbine Fuel Containing Synthesized Hydrocarbons [CUST: AT AS 68 PS] [REVIEW: 11

AV GS SA YD]
A 9130 68 03-FEB-2010

M MIL-DTL-46014A Lubricating Oil, Spindle [CUST: 68 GS] A 9150 GS3 28-JAN-2010
N ASTM-D6184 Oil Separation from Lubricating Grease (Conical Sieve Method) [CUST: AT AS 68 GS FAS]

[REVIEW: 03 11 GS3 MI PS SA TE]
A 9150 68 03-FEB-2010
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N TOP-3-2-836 Combat Vehicle Fire Control Systems - Overview Document [CUST: TE] A ISDA TE 14-SEP-2009
N TOP-3-2-836.2.2.3 Combat Vehicle Fire Control Systems - Coincidence [CUST: TE] A ISDA TE 09-NOV-2009
N TOP-3-2-836.2.1.2 Combat Vehicle Fire Control Systems - Gun/Sight Synchronization [CUST: TE] A ISDA TE 09-NOV-2009
N TOP-3-2-836.2.2.2 Combat Vehicle Fire Control Systems - Drift [CUST: TE] A ISDA TE 09-NOV-2009
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M MIL-DTL-13241D Wire, Electrical; Antenna, (Wire WS-12( )/U and Wire WS-13( )/U) [CUST: CR CC] A 6145 CC 02-FEB-2010
M MIL-DTL-49285/32A Cable, Special Purpose, Electrical, (Low Noise) One Individually Shielded Pair of 24 (19 X 36)

AWG [CUST: CR SH 85 CC] [REVIEW: 71 IS MI]
A 6145 CC 10-FEB-2010

M MIL-DTL-49285/35A Cable, Special Purpose, Electrical, Three Individually Shielded Pairs of 24 (7 X 32) AWG [CUST:
CR SH 85 CC] [REVIEW: 71 IS MI]

A 6145 CC 10-FEB-2010

M MIL-DTL-49285/38A Cable, Special Purpose, Electrical, Six Individually Shielded Pairs of 24 (7 X 32) AWG Wire
[CUST: CR SH 85 CC] [REVIEW: 71 IS MI]

A 6145 CC 10-FEB-2010

M MIL-STD-188-161D NOT 1 Interoperability and Performance Standards for Digital Facsimile Equipment [CUST: CR EC 02 DC] A TCSS DC1 21-JAN-2010

INACTIVE SECTION ASSIST UPDATEASSIST UPDATE
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M MIL-T-7101/7 NOT 2 Transmission, Constant Speed, Hydraulic, 20 KVA, S-2/EI Aircraft (No S/S Document) [CUST: AV

SA 99 GS]
A 1650 AS 03-FEB-2010

M MIL-T-5684B NOT 2 Tie Rod: Round and Square, Aircraft (No S/S Document) [CUST: AS 99 IS] [REVIEW: AV] A 5340 IS 02-FEB-2010
M MS9515(2) NOT 1 Cushion, Loop Clamp - Multiple, 2-Tube, AMS3839 (No S/S Document) [CUST: AS 11 IS] A 5340 IS 02-FEB-2010
M AN706 REV 3 NOT 3 Tie Rod-Internal 8000 LB (3-8 and 24) (No S/S Document) [CUST: AS 99 IS] A 5340 IS 02-FEB-2010
M AHA-A135.4 Standard for Basic Hardboard (No S/S Document) [CUST: YD 84 IS] A 5640 IS 03-FEB-2010
M MIL-DTL-2G SUP 1 NOT 1 Valves, Cylinder, Gas (for Compressed or Liquefied Gases), General Specification for (S/S by A-A-

59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC]
A 8120 GS7 02-FEB-2010

M MIL-DTL-2/1E(1) NOT 1 Valve, Cylinder, Gas:  Acetylene, Outlet 510, Inlet 0.75 Inch (Pressures through 500 psig (3450 kPa)
at 70 Degrees F (21.1 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV
MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/2E(1) NOT 1 Valve, Cylinder, Gas:  Acetylene, Outlet 510, Inlet 1.00 Inch (Pressures through 500 psig (3450 kPa)
at 70 Degrees F (21.1 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV
MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/3D NOT 2 Valve, Cylinder, Gas:  Acetylene, Outlet 200 (Pressures Through 500 PSIG (3450 KPA) at 70 Deg. F
(21.1 Deg. C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/5D(1) NOT 1 Valve, Cylinder, Gas:  Air for Human Respiration, Outlet 346 (Pressures through 3000 psig (20680
kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW:
AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/6D(1) NOT 1 Valve, Cylinder, Gas: Air, Outlet 590, Oil Tolerant, Industrial (Pressures through 3000 psig (20680
kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW:
AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/7D NOT 2 Valve, Cylinder, Gas:  Anhydrous Ammonia (Dished-Head Cylinder), Outlet 240, Inlet 0.75 Inch
(Pressures Through 500 PSIG (3450 KPA) at 70 Deg. F (21.1 Deg. C)) (S/S by A-A-59860) [CUST:
AT SH 68 GS] [REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/8D NOT 2 Valve, Cylinder, Gas:  Anhydrous Ammonia (Convex-Head Cylinder), Outlet 240, Inlet 0.75 Inch
(Pressures Up Through 500 PSIG (3450 KPA) at 70 Deg. F (21.1 Deg. C)) (S/S by A-A-59860)
[CUST: AT SH 68 GS] [REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/9D NOT 2 Valve, Cylinder, Gas:  Anhydrous Ammonia (Dished-Head Cylinder), Outlet 240, Inlet 1.00 Inch
(Pressures Up Through 500 PSIG (3450 KPA) at 70 Deg. F (21.1 Deg. C)) (S/S by A-A-59860)
[CUST: AT SH 68 GS] [REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/10D NOT 2 Valve, Cylinder, Gas:  Anhydrous Ammonia (Convex-Head Cylinder), Outlet 240, Inlet 1.00 Inch
(Pressures Up Through 500 PSIG (3450 KPA) at 70 Deg. F (21.1 Deg. C)) (S/S by A-A-59860)
[CUST: AT SH 68 GS] [REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/11D(1) NOT 1 Valve, Cylinder, Gas:  Argon, Helium, Nitrogen, Neon, and Xenon (Inert-Oil Free), Outlet 580
(Pressures through 3000 PSIG (20680 kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860)
[CUST: AT SH 68 GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/14E(1) NOT 1 Valve, Cylinder, Gas:  Butane, Propane, Butane-Propane Mixture, MAPP Gas, and Propylene
(Maximum 100 Pound Nominal Capacity Cylinder), Outlet 510 (Pressures through 500 psig (3450
kPa) at 70 Degrees F (21.1 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS
AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/15D(1) NOT 1 Valve, Cylinder, Gas: Carbon Dioxide, Outlet 320, Industrial (Pressures through 3000 psig (20680
kPa) AT 120 Deg. F (48.9 Deg. C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV
MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/16D(1) NOT 1 Valve, Cylinder, Gas:  Carbon Dioxide, Outlet 320, Medical (Pressures through 3000 psig (20680
kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW:
AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/17E NOT 2 Valve, Cylinder, Gas:  Carbon Dioxide, Outlet 940 (Pin-Index), Medical (Pressures Through 3000
PSIG (20680 KPA) at 120 Deg. F (48.9 Deg. C)) (S/S by A-A-59860) [CUST: AT SH 68 GS]
[REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/18D(1) NOT 1 Valve, Cylinder, Gas:  Carbon Monoxide, Outlet 350 (Pressures through 3000 psig (20680 kPa) at
120 Degrees F (48.9 Degrees C) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV
MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/19D(1) NOT 1 Valve, Cylinder, Gas: Ethylene Oxide-Carbon Dioxide Mixture, Outlet 350 (Pressures through 3000
psig (20680 kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS]
[REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/20D NOT 2 Valve, Cylinder, Gas:  Chlorine, Outlet 820 (Pressures Through 500 PSIG (3450 KPA) at 70 Deg. F
(21.1 Deg. C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/21D NOT 2 Valve, Cylinder, Gas:  Chlorine (Ton Container), Outlet 820 (Pressures Through 500 PSIG (3450
KPA) at 70 Deg. F (21.1 Deg. C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV
MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/22E(1) NOT 1 Valve, Cylinder, Gas: Refrigerants, Outlet 660 (Pressures through 500 psig (3450 kPa) at 70 Degrees
F (21.1 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/23D NOT 2 Valve, Cylinder, Gas:  Ethyl Chloride, Outlet 300 (Pressures Through 500 PSIG (3450 KPA) at 70
Deg. F (21.1 Deg. C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/24D NOT 2 Valve, Cylinder, Gas:  Ethylene Oxide, Outlet 510 (Pressures Through 500 (3450 KPA) at 70 Deg. F
(21.1 Deg. C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/26D(1) NOT 1 Valve, Cylinder, Gas: Helium and Nitrogen (Inert-Oil Tolerant), Outlet 590 (Pressures through 3000
psig (20680 kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS]
[REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/27D(1) NOT 1 Valve, Cylinder, Gas:  Oxygen-Helium Mixture (Helium not over 80 Percent), Outlet 280, Medical
(Pressures through 3000 psig (20680 kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860)
[CUST: AT SH 68 GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/28D NOT 2 Valve, Cylinder, Gas:  Oxygen-Helium Mixture (Helium not Over 80 Percent), Outlet 890 (Pin-
Index), Medical (Pressures Through 3000 PSIG (20680 KPA) at 120 Deg. F (48.9 Deg. C)) (S/S by
A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/29D(1) NOT 1 Valve, Cylinder, Gas:  Hydrogen, Outlet 350 (Pressures through 3000 psig (20680 kPa) at 120
Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/37D(1) NOT 1 Valve, Cylinder, Gas:  Nitrous Oxide, Outlet 326, Medical (Pressures through 3000 psig (20680 kPa)
at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV
MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/38E NOT 2 Valve, Cylinder, Gas:  Nitrous Oxide, Outlet 910 (Pin-Index), Medical (Pressures Through 3000
PSIG (20680 KPA) at 120 Deg. F (48.9 Deg. C)) (S/S By A-A-59860) [CUST: AT SH 68 GS]
[REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

CANCELED SECTION ASSIST UPDATEASSIST UPDATE
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M MIL-DTL-2/39D(1) NOT 1 Valve, Cylinder, Gas:  Oxygen, Outlet 540 (Pressures through 3000 psig (20680 kPa) at 120 Degrees

F (48.9 Degrees C)) (S/S By A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC]
A 8120 GS7 02-FEB-2010

M MIL-DTL-2/41D(1) NOT 1 Valve, Cylinder, Gas:  Oxygen, Outlet 540, Medical (Pressures through 3000 psig (20680 kPa) at
120 Degrees F (48.9 Degrees C)(S/S By A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV
MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/42E NOT 2 Valve, Cylinder, Gas:  Oxygen, Outlet 870 (Pin-Index), Medical (Pressures Through 3000 PSIG
(20680 KPA) at 120 Deg. F (48.9 Deg. C)) (S/S By A-A-59860) [CUST: AT SH 68 GS] [REVIEW:
AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/43D(1) NOT 1 Valve, Cylinder, Gas:  Phosgene, (Ton Container), Outlet 660 (Pressures through 3000 psig (20680
kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW:
AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/44D(1) NOT 1 Valve, Cylinder, Gas:  Butane, Propane, Butane-Propane Mixture, MAPP, and Propylene (Maximum
200 Pound Nominal Capacity Cylinder), Outlet 510 (Pressures through 500 psig (3450 kPa) at 70
Degrees F (21.1 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/46D(1) NOT 1 Valve, Cylinder, Gas:  Sulfur Hexafluoride, Outlet 590 (Pressures through 3000 psig (20680 kPa) at
120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV
MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/47B NOT 2 Valve, Cylinder, Gas:  Air for Human Respiration, Outlet 950 (Pin-Index), Medical (Pressures
Through 3000 PSIG (20680 KPA) at 120 Deg. F (48.9 Deg. C)) (S/S by A-A-59860) [CUST: AT SH
68 GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/48B(1) NOT 1 Valve, Cylinder, Gas:  Air for Human Respiration, Outlet 346, Medical (Pressures through 3000 psig
(20680 kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS]
[REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/49B NOT 2 Valve, Cylinder, Gas:  Cyclopropane, Outlet 920 (Pin-Index), Medical (Pressures Through 3000
PSIG (20680 KPA) at 120 Deg. F (48.9 Deg. C)) (S/S by A-A-59860) [CUST: AT SH 68 GS]
[REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/50B NOT 2 Valve, Cylinder, Gas:  Methyl Bromide, Outlet 330 (Pressures Through 3000 PSIG (20680 KPA) at
120 Deg. F (48.9 Deg. C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/51B(1) NOT 1 Valve, Cylinder, Gas:  Argon, Helium, Nitrogen, Neon, Xenon, and Krypton (Inert-Oil Free), Outlet
677 (Pressures 5501 through 7500 psig (38000 through 51700 kPa) at 120 Degrees F (48.9 Degrees
C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/52A NOT 2 Valve, Cylinder, Gas:  Halon Fire Fighting Materials, Outlet 660 (Pressures Through 500 PSIG
(3450 KPA) at 70 Deg. F (21.1 Deg. C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS
AV MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/53A(1) NOT 1 Valve, Cylinder, Gas:  Hexafluoroethane, Outlet 660 (Pressures through 3000 psig (20680 kPa) at
120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV
MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/54A NOT 2 Valve, Cylinder, Gas:  Sulfur Dioxide, Outlet 660 (Pressures Through 500 PSIG (3450 KPA) at 70
Deg. F (21.1 Deg. C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/55A(1) NOT 1 Valve, Cylinder, Gas:  Oxygen, Outlet 540 (Pressures through 3000 psig (20680 kPa) at 120 Degrees
F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/56A(1) NOT 1 Valve, Cylinder, Gas:  Argon, Helium, Nitrogen, Neon, Xenon, and Krypton (Inert-Oil Free), Outlet
680 (Pressures 3001 through 5500 psig (20690 through 37900 kPa) at 120 Degrees F (48.9 Degrees
C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/57A(1) NOT 1 Valve, Cylinder, Gas:  Helium and Nitrogen (Inert-Oil Tolerant), Outlet 621 (Pressures 3001 through
5500 psig (20690 through 37900 kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860)
[CUST: AT SH 68 GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/58A(1) NOT 1 Valve, Cylinder, Gas:  Argon, Helium, Nitrogen, Neon, Xenon, and Krypton (Inert-Oil Free), Outlet
677 (Pressures 5501 through 7500 psig (38000 through 51700 kPa) at 120 Degrees F (48.9 Degrees
C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/59A(1) NOT 1 Valve, Cylinder, Gas:  Air, Outlet 347 (Pressures 3001 through 5500 psig (20690 through 37900
kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW:
AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/60A(1) NOT 1 Valve, Cylinder, Gas:  Oxygen-Helium Mixture (Helium over 80 Percent), Outlet 500, Medical
(Pressures through 3000 psig (20680 kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860)
[CUST: AT SH 68 GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/61A NOT 2 Valve, Cylinder, Gas:  Oxygen-Helium Mixture (Helium not Over 80 Percent), Outlet 930 (Pin-
Index), Medical (Pressures Through 3000 PSIG (20680 KPA) at 120 Deg. F (48.9 Deg. C)) (S/S by
A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/62A(1) NOT 1 Valve, Cylinder Gas:  Methane, Outlet 350 (Pressures through 3000 psig (20680 kPa) at 120 Degrees
F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/63A(1) NOT 1 Valve, Cylinder, Gas:  Natural Gas, Outlet 350 (Pressures through 3000 psig (20680 kPa) at 120
Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/64A NOT 2 Valve, Cylinder, Gas:  Hydrogen Chloride, Outlet 330 (Pressures Through 3000 PSIG (20680 KPA)
at 120 Deg. F (48.9 Deg. C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC
YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/65A NOT 2 Valve, Cylinder, Gas:  Hydrogen Sulfide, Outlet 330 (pressures Through 3000 PSIG (20680 KPA) at
120 Deg. F (48.9 Deg. C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/66A(1) NOT 1 Valve, Cylinder, Gas:  Mildly Oxidizing Mixtures (5 to 23 Percent Oxygen), Outlet 590 (Pressures
through 3000 psig (20680 kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT
SH 68 GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/67A(1) NOT 1 Valve, Cylinder, Gas:  Low Pressure, Flammable or Toxic Mixture, Outlet 510 (Pressures through
500 psig (3450 kPa) at 70 Degrees F (21.1 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS]
[REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/68A(1) NOT 1 Valve, Cylinder, Gas: Inert-Oil Free Mixtures, Outlet 580 (Pressures Through 3000 psig (20680 kPa)
at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV
MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/69A(1) NOT 1 Valve, Cylinder, Gas:  Corrosive (ACIDIC) Mixtures, Outlet 330 (Pressures through 3000 psig
(20680 kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS]
[REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/70A(1) NOT 1 Valve, Cylinder, Gas: High Pressure, Flammable or Toxic Mixtures, Outlet 350 (Pressures Through
3000 psig (20680 kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68
GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010
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M MIL-DTL-2/71A(1) NOT 1 Valve, Cylinder, Gas: High Pressure, Toxic and Oxidizing Mixtures, Outlet 660 (Pressures Through

3000 psig (20680 kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68
GS] [REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/72A(1) NOT 1 Valve, Cylinder, Gas: Fluorinating Compound Mixtures, Outlet 670 (Pressures Through 3000 psig
(20680 kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS]
[REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/73A(1) NOT 1 Valve, Cylinder, Gas:  Corrosive (Basic) Mixtures, Outlet 705 (Pressures through 500 psig (3450
kPa) at 70 Degrees F (21.1 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS
AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/74A(1) NOT 1 Valve, Cylinder, Gas: Low Pressure, Toxic and Oxidizing Mixtures, Outlet 660 (Pressures Through
500 psig (3450 kPa) at 70 Degrees F (21.1 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS]
[REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/75A(1) NOT 1 Valve, Cylinder, Gas: Oxygen, Outlet 577 (Pressures 3001 Through 4000 psig (20690 Through
27580 kPa) at 120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS]
[REVIEW: AS AV MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/76A(1) NOT 1 Valve, Cylinder, Gas: Oxidizing Mixtures, Outlet 296 (Pressures Through 3000 psig (20680 kPa) at
120 Degrees F (48.9 Degrees C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV
MC]

A 8120 GS7 02-FEB-2010

M MIL-DTL-2/77A NOT 2 Valve, Cylinder, Gas:  Methyl Chloride, Outlet 660 (Pressures Through 500 PSIG (3450 KPA) at 70
Deg. F (21.1 Deg. C)) (S/S by A-A-59860) [CUST: AT SH 68 GS] [REVIEW: AS AV MC YD]

A 8120 GS7 02-FEB-2010

CANCELED SECTION ASSIST UPDATEASSIST UPDATE

615-FEB-2010
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